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Luminous Flux Lamp (130LM/W) 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
Specification 
----------------------------------------------------------------------------------------- 
 

 

 

 

 
 

Electrical 

Parameters 

Input 

Voltage 

AC90-277V 

50/60Hz 
Power Factor > 0.95 

LED Type 
PHILIPS 

LUMILEDS 

LED Initial Flux 160-170LM/W

Lamp Initial Flux 130LM/W±5%

Working 

Life 
50000 hours CCT 2700-6500K 

Power 

Efficiency 
> 90% Beam Angel 30°/60°/120° 

IP Grade IP65 
Working 

Temperature 
-40℃~60℃ 

Model LED Power LED Quantity LampSize(mm) 
Net 

Weight(kg) 

CO-T300-50W 50W 72*1PCS 242*102*196.5 2.1±5% 

CO-T300-

100W 
100W 144*1PCS 242*221*247 3.2±5% 

CO-T300-

150W 
150W 216*1PCS 242*340*247 4.1±5% 

CO-T300-

200W 
200W 288*1PCS 419*221*247 5.5±5% 

CO-T300-

300W 
300W 432*1PCS 419*340*247 8.4±5% 



  
Multiple choices for beam angle,which can adopt to a variety of 
environments. 
----------------------------------------------------------------------------------------- 
  

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 
 
 
 
 
 

 

 

 

30° light distribution curve 

 

60° light distribution curve 

 
120° light distribution curve 

PHILIPS can choose the lens of 30°, 60°and 120° 

 



  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 



  
Explosive View 
----------------------------------------------------------------------------------------- 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 



  
Cable Lug 
----------------------------------------------------------------------------------------- 
 

1 Enter N exit,Waterproof Grade IP68 

 

 

 

 

 

 

 

 

 

          

 

 

 

 

 

 

 

 

 

Connection Diagram ▼ 



  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

One Light For Everywhere 



  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Arc bracket,arbitrary regulation within a range of 180 degrees 

11 irradiation angle adjustment point within a single odule,once 

install, it can irradiate several regions, here is module schematic 



  
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 

All the connections are made of Austenite 304 stainless steel double  

srew design,structural stability,shock resistance.Here the crews close-up 

Japan’s Mitsubishi original material with high transmittance of the 

lens,light transmission rate reach 91%.Special diamond pattem 

processing,modeling diamond internal refraction,excellent concentrating 

effect,which help to determine accurate irradiattion angle(lens pictures) 



  
Effective Average Illuminance Diagram 
----------------------------------------------------------------------------------------- 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CO-T300-300W-60° 

 

 

 
 
 



  
System test report CO-T300-100W(4000-4500K) 
----------------------------------------------------------------------------------------- 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

WW 2700-3200K NW 4000-4500K CW 6000-6500K 



  
Real Effect 
----------------------------------------------------------------------------------------- 
 
                                  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

Turn Off                                Turn ON 

 

 

 
 
 
 



  
The Cooling Effectiveness Test CO-T300-200W 
----------------------------------------------------------------------------------------- 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Turn ON 1 min-30°                          Turn ON 40 min-58°            
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                   

 
      Turn ON 6H -58°     

 

 



  
Waterpoof 
----------------------------------------------------------------------------------------- 

                                             

  
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 



  
Size 
-----------------------------------------------------------------------------------------  
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Packaging 
----------------------------------------------------------------------------------------- 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model 

Box Carton 

Size of Box Weight of Carton Size of  Carton 
Gross Weight of 

Carton 

Box PCS 

/Carton 

CO-T300-50W 27*13*24cm 2.6KG 67*69*51cm 21.9 KG/23.9 KG 10 

CO-T300-100W 28*27*25cm 4KG 59*29*52cm 15.9KG/16.6 KG 4 

CO-T300-150W 38*27*25cm 5.4KG 57*39*52cm 21KG/21.2 KG 4 

CO-T300-200W 45*29*27cm 6.4KG 59*48*29cm 13.9 KG /13.9 KG 2 

CO-T300-300W 46*40*26cm 9.6KG 48*41*55cm 19.1 KG /19.2 KG 2 

 
 
 
 
 
 
 
 
 
 
 



  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 



  
Photo 
----------------------------------------------------------------------------------------- 
 
 


